This search concerns study the crack growth in the wall of pipes made of low carbon steel under the impact load and using the effect of moisture (rate of moisture 50%). The environmental conditions were controlled using high accuracy digital control with sensors. The pipe has a crack already. The test was performed and on two type of specimens, one has a length of 100cm and other have length 50cm. The results were, when the humidity was applied to the pipe, the crack would enhance to grow (i.e. the number of cycles needed to grow the crack will reduce). In addition, when the test performed on the specimens of length 50cm the number of cycles needed to grow the crack is increased due to the effect of bending stress on the pipes.
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INTRODUCTION.
Bertram, 1999, defined the cracks as a discontinuity or break, which occur in solid (rigid) body, and it branded by having an initiation point (start point), and by growing from this point to finite size with time. Either leading or not to the separation of the original body in two or more parts. Crack growth depended on the loading conditions also on the environmental conditions. Loading conditions presents the type of load such as a static load, dynamic load, controlled load, controlled, grip. Environmental conditions like, temperature and corrosive atmosphere influence crack growth.
Stein, 2004
, there are three types of cracks in pipes happen due to several causes associated with their types, whereby the form of a crack, its dimension, and its course gives conclusions on its cause. Thus, it is possible that, on the one side, one cause results in several cracks at different places and, in the other side, one crack can have several causes. The three types are: 1-Longitudinal cracks 2-Lateral cracks 3-Cracks origination at a point
THE BEHAVIOR OF CRACKS
The behavior of fatigue cracks differs from that of long cracks because of the larger sensitivity to the microstructure. A greater size of the plastic zone is relative to the crack length, and a lesser level of crack finish. Advances have been made in the understanding of the fatigue crack growth process of cracks, and this understanding has been employed in the advance of analytical treatments of short fatigue crack growth. The study of fatigue crack growth behavior of cracks is one of the more active areas of research in the field of fatigue. Such cracks are of interest not only because their growth can inhabit an important portion of the fatigue lifetime but also because they can grow at an amount much higher or lower than might be expected on the basis on long crack behavior. Below are four kinds of cracks fatigue Mcevily, 1979: 1-Mechanical cracks (the crack length is less than plastic zone size) 2-Microstructural (the crack length is less than a critical microstructural) 3-Physical (the crack length is less than at which crack closure if fully developed usually less than 1 mm in length) 4-Chemical (the crack length may be up to 10 mm)
GOVERNNING DIFFERENTIAL EQUATION
Paris proposed the following equation for the correct crack propagation law
Where ∁ and are constant and they depended on the material that be used This equation seemed to have a good correlation with the test data. However, if comparisons are made with the large range of data, such as a higher load ratio and crack growth rates, the correlations are not good. In fact, Equation (1) does not seem to be complete. Two effects occur which are not taken into account. One of this variation in the crack growth rate owing to the load ratio, R. the other is the instability of the crack growth when the value of the maximum stress intensity factor approaches to the fracture toughness of the material, Kc, Forman, et al., 1967.
CRITERIA OF CRACK GROWTH
Theoretical and experimental work contains different criteria and approaches for the study of the crack growth direction. Many of this study are based on the stress analysis of the crack tip zone. Erdogan and Sih first examined the angled crack. They suggested the MTS criteria based on the stress field existing just before the onset of fracture for prediction of the direction of the initial crack extension. According to the MTS criteria, the crack extends in the radial direction agreeing to the maximum tangential stress and the crack extension occur then this maximum reaches a critical value. Erdogan and Sih's study was based on the presentation of the crack tip stress field in terms of stress function derived by Williams Wasiluk and Golos, 2000.
For the first term, the stress is representated by:
Erdogan and Sih suggested that the direction of crack growth is given by the condition:
Where:
A better covenant between the theoretical and experimental has been obtained by a representation of the stress field using the first two terms of the Eigenfunction expansion, Equation (2). In addition, by using a small but finite radius to locate the maximum value of and this was shown by Williams and Ewing. The elastic strain energy stored in the parallel pipe of volume in the dominate Sih expresses zone of the strained plate:
For plane stress (9)
Papadopoulos used the elastic strain energy approached to propose a criterion of fracture, which takes into account the third stress invariant Det. (σij)
According to the Det. -criteria the angle of crack extension for the mixed mode loading is determined from the condition that the determinate of the stress tensor must take a maximum value. In a polar coordinate system, the relations express these conditions mathematically:
The critical stress for crack initiation is calculated by:
CYCLIC LOAD EQUATIONS
The equations below are available for transverse crack (α = 90°) with and without internal pulse pressure, Al Laham and Ainsworth, 1999 
MATERIAL USED AND SPECIMENS
The material used in this research is low carbon steel (EN 10219 S235JRH). It is a pipe with a circular section thickness about 1.5 mm and a diameter of about 75 mm. This research was done on several samples of this article. Some of these samples have a length of 100 cm, Anil, 2015, Fig. 1 and other have a length of 50cm as in Fig. 2 . The reason for this difference to test the effect of bending on the growth and behavior of the crack. This test was conducted under different environmental conditions to determine the effect of the moisture and heat factors on the growth of the crack.
MANUFACTURING OF DEVICE
This device was made of several parts of iron with different sections according to the required part. Also the technique of electric arc welding was used to connect these parts. The parts are cut using the cutting machine. After the cutting, the welding process is carried out to connect them together. However, most parts of this machine have the ability to switch when failure or damage occurs in one of these parts. This technique facilitated the work in many businesses on this machine for the fact that working on this device requires a change in the shape and position of the supports often to match the course of the research. A wooden plate was used to fix the parts of the machine. The dimensions of this plate are (122 cm x 244 cm) and thickness 1.5 cm. This plate has a hole in the middle to facilitate the passage of the hammer lever and to facilitate the examination of the pipe using the camera or naked eye. The dimensions of the parts of each other were developed using a laser device called (level) that allows the device to see the extent of the separation of these parts or deviation from each other, which adds the possibility of placing the parts with high accuracy. This device enables the possibility of conducting tests on pipes made of iron, carbon steel, aluminum, copper, and plastic. The design of this device includes the possibility of changing the height of the hammer to suit the amount of energy necessary and strong with the ability of the metal to withstand the shocks, Also it can work on the pipes of different length ranging from 50 cm to 150 cm and different diameters ranging from 2 to 4 inch. In addition, the researcher or worker on this device can control the environmental conditions to be operated from heat, humidity, and control where it can work in the areas of temperature ranging from 0°C to 100 °C. Also, control the humidity, where it can work in the humidity ratio ranging from 0% to 100%.
MATERIAL PROPERTIES
These properties are from DIN EN 10219 1. Chemical composition Chemical composition is in percentage by mass as in Table 1 .
Mechanical properties
These mechanical properties are measured at room temperature, as in Table 2 3. Physical properties Physical properties for this material are shown in Table 3 .
CRACK INITIATION
The crack was created manually by handsaw. This is because that the crack is difficult to accomplish using other machines. The length of the cut is about 24%, Wilkowski, et al., 1994, of the perimeter of the pipe. This percentage was based on previous research, where the ratio was a length of 56 mm and width of the crack is about 0.7 mm to 0.9 mm. This difference is due to the difference in the thickness of the cutting edge in the saw as well as the hand movement. Other percentages were chosen to indicate the possibility of conducting the search on different lengths of the crack. However, these lengths of (18mm, 25mm, 30mm, and 40mm) took a long time without any continuity in the growth of the crack. Table 4 and Table 5 show the calculations that must be used in this search, then it is used in the governing equations, Table 6 and Table 7 . Results were obtained by using rig made for testing these specimens, as in Fig. 3 , the tests were repeated again to ensure a close test result as well as to ensure the correct functioning of the rig. The results are shown in the Fig. 7, Fig. 8, Fig. 9, and Fig. 10 11. CONCLUSIONS The purpose of this study is to determine the extent to which the crack is able to grow when shedding and how long it takes to grow these cracks. Some things need to be discussed to know what changes are made to these cracks and to make things better. 1-The number of cycles needed to grow the crack are reduced due to the effect of humidity because of the formation of oxides on the fracture surface. 2-The number of cycles needed to grow the crack in the specimens of length 50cm are increased because of the length due to the effect of bending stress in the pipes. 
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